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Manufacturer of PCB Terminal Blocks, Fuse Holders, Barrier Terminals, & Switches

Fuse Holders
Model PBF 1
. 22.10 R
A~
o
<
[ce)
~ N
| o
T T 1SS
<+7| - T "] 100
| | v 1. | v
r f
0.50 S
<— 7
M 22.00 N v
l. 24.60 N 4.00 | 4.00.
TECHNICAL SPECIFICATIONS :
Mounting Style : PCB Type
Nominal Rating : 6.30A/250V
Permissible Operating Temp : -20°C to +85°C
Permissible Soldering Temp : 270°C for 5 sec max
Moulded Material : PA 66 - UL94 VO or V2 - Glass Filled
Insulation Resistance :>1000 M Q @ 500 Vdc \ /)
Contact Resistance : 10 m Q max N [
Terminal : Tin Plated Copper Alloy 1 T
Approx Weight :2.5gms
Fuse Link :5X20 mm
Approval Data ORDERING CODE
CE  :250V/6.3A PBF 1 -
» The recommended PCB hole diameter is 1.30 mm unless otherwise specified for that product. BEEEER | |

Oft/Works: 830/2, GIDC Estate, Makarpura, Vadodara - 390010

Landline: 9227979806, Telephone: 9227979801

Email: sales@yvitalelectrocomp.com » Web: www.vitalelectrocomp.com

Customized Color Options Available
*Subject to Minimum Order Quantity
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