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Manufacturer of PCB Terminal Blocks, Fuse Holders, Barrier Terminals, & Switches

Screw Less (Push Fix Type) Connectors
Series PFT H-2.54

N
A4

13.62 R

N

Sl
,|

T

10.83
12.73

10.04

3.52

1
0.80
>[40 ; > ! <

P 1.75
< 523 | 512 |3.07]

The Figure shows a 8-position
version of the product.
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TECHNICAL SPECIFICATIONS :

Pitch : 2.54 mm X 5.08 mm
Nominal Rating : 4A/150V

Dielectric Strength : >1.5kV

Moulded Material : PA66 - UL94 VO or V2 ORDERING CODE
Insulation Resistance :>1000 M Q @ 500 Vdc

Terminal : Tin Plated Copper Alloy Series Pitch Poles
Spring : Stainless Steel 300 Series Grade

Wire Size : 0.5 mm? — PFT H/n-2.54¢—
Push Force Required 10N Where n = number of poles

Approval Data
CE  :4A/150V/28-20 AWG

» The recommended PCB hole diameter is 1.30 mm unless otherwise specified for that product. BEEEER | |

Oft/Works: 830/2, GIDC Estate, Makarpura, Vadodara - 390010 Customized Color Options Available
Landline: 9227979806, Telephone: 9227979801 Subject to Minimum Order Quantity
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