
Barrier TerminalsSeries VE1008

Approval DataRated Current
Rated Voltage
Dielectric Strength
Moulded Material
Insulation Resistance
Wire Cage
Screw

Wire Size

Maximum Torque

CE

10 A
300 V
> 2.5 kV
Polyamide (Nylon) 66 - UL94 V0 or V2
> 1000 M-ohm @ 500 Vdc
Copper Alloy Nickel plated
M3 x 0.50 mm
Copper Alloy Tin plated (Professional Grade) - P
MS Trivalent Zinc plated (Commercial Grade) - C
1.5 mm2

0.3 - 0.4 Nm

300 V / 10 A / 26-14 AWG

TECHNICAL SPECIFICATIONS:

Note : (1)  In order to avoid tolerance between terminal blocks & printed circuit boards, the terminal strip should 
                 be interrupted when the number of positions exceeds 30.
           (2)  Recommended PCB hole diameter 1.3 mm
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Regd. Add.:  830/2, GIDC Estate, ERDA Road, Makarpura,VADODARA - 390 010

Web:  www.vitalelectrocomp.comTel:  91-9227979801 / 2 / 3 Email:  info@vitalelectrocomp.com

Manufacturer of PCB Terminal Blocks, Fuse Holders, Barrier Terminals, & Micro Switches
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